[LLINOIS ENVIRONMENTAL PROTECTION AGENCY

1021 NortH GranD Avenue East, P.O, Box 19276, SPRINGFELD, ILLINOIS 62794-9276

THOMAS V. SKINNER, DIRECTOR
217/782-0610

March 1, 2000

Midwest Generation, LLC
Environmental, Health and Safety Dept. - f
One Financial Place EPA, REGION 8
440 South ILaSalle Street, Suite 3500

Chicago, Illinois 60605

Re:  Midwest Generation, LLC
(formerly Commonwealth Edison Company)
Crawford Generating Station
NPDES Permit No. IL0002186
Public Notice Permit

Gentlemen:

Please post the attached Public Notice for the subject discharge for at least a period of thirty days
from the date on the Notice in a conspicuous place on your premises.

We have enclosed a copy of the draft NPDES permit on which this official Public Notice is based.
If you wish to comment on the draft permit, please do so within 30 days of the Public Notice date.
If there are any questions, please contact Beth Unser at the indicated telephone number and address.

Thank you for your cooperation.

Very truly yours,

y

Stephén F, Nightingale, P.E.
Manager, Industrial Unit, Permit Section
Division of Water Pollution Control

SFN:BAU:99101901.daa
Attachments: Draft Permit, Public Notice/Fact Sheet

se: Records Unit
Compliance Assurance Section
Maywood Region
Facility
USEPA
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NPDES Permit No. IL0002186
Notice No. BAU:89101801.daa

Public NﬁﬁAcﬁ Etf%inléiﬁ&_ll)ate:

Public Notice Ending Date:

APR 0 7 2000

National Pollutant Discharge Elimination System (NPDES)
Permit Program

Draft Reissued NPDES Permit to Discharge into Waters of the State
Public Notice/Fact Sheet Issued By:

lllinois Environmental Protection Agency
Bureau of Water, Division of Water Pollution Control
Permit Section
1021 North Grand Avenue East
Fost Office Box 19276
Springfield, lllinois 62794-9276
217/782-0610

Name and Address of Discharger: Name and Address of Facility:
Midwest Generation, LLC Midwest Generation, LLC
Environmental, Health and Safety Dept. Crawford Generating Station
One Financial Place 3501 South Pulaski

440 South LaSalle Street, Suite 3500 Chicago, lllincis 60603
Chicago, lllinois 60605 {Cook County)

The lllinois Environmental Protection Agency (IEPA) has made a tentative determination to issue a NPDES permit to discharge into the
waters of the state and has prepared a draft permit and associated fact sheet for the above named discharger. The Public Notice
period will begin and end on the dates indicated in the heading of this Public Notice/Fact Sheet. The last day comments will be
received will be on the Public Notice period ending date unless a commentor demonstrating the need for additional time requests an
extension to this comment period and the request is granted by the IEPA. Interested persons are invited to submit written comments
on the draft permit to the |IEPA at the above address. Commentors shall provide his or her name and address and the nature of the
issues proposed to be raised and the evidence proposed to be presented with regards to those issues. Commentors may include a
request for public hearing. Persons submitting comments and/or requests for public hearing shall also send a copy of such comments
or requests to the permit applicant. The NPDES permit and notice number(s) must appear on each comment page.

The application, engineer's review notes including load limit calculations, Public Notice/Fact Sheet, draft permit, comments received,
and other documents are available for inspection and may be copied at the IEPA between 9:30 a.m. and 3:30 p.m. Monday through
Friday when scheduled by the interested person.

If written comments or requests indicates a significant degree of public interest in the draft permit, the permitting authority may, at its
discretion, hold a public hearing. Public notice will be given 45 days before any public hearing. Response to comments will be
provided when the final permit is issued. For further information, please call Beth Unser at 217/782-0610.

The applicant operates Crawford Generating Station which is a fossil fueled steam electric generating facility with a net generating
capacity of 702 MW (SIC 4911). Coal, gas and oil are the fossil fuels used. Operational Units #7 and #8 are pulverized coal-tired
furnaces. Unit #6 which has six gas-fired boilers is retired on site. Twelve jet turbine peaking units which use gas or oil are
operational on site. The Chicago Sanitary and Ship Canal provides Condenser Cooling and House Service Water for station
operations. Chicago municipal water is the source supplying the station potable, sanitary and boiler feed water supply systems.

Regulated discharges from Crawford Generating Station to the Chicago Sanitary and Ship Canal are: No. 001 Condenser Cooling
Water and House Service Water with an average flow of 355.71 MGD; No. 001(a) Demineralizer Regenerant Wastes with an average
flow of 0.024 MGD; No. 001(b) Unit #7 and #8 Boiler Blowdown with an average flow of 0.036 MGD; No. 001(c) Recirculating
Wastewater Treatment System Blowdown with an average flow of 1.08 MGD, No. 001(d) Intake Screen Backwash with an intermittent
flow, and No. 002 area 14 runoff (boiler room area) with an intermittent flow.

The draft permit is being re-public noticed due to the removal of the pH limit and monitoring requirement for Outfall A01. Based on the
“Development Document for Effluent Limitations, Guidelines and Standards for the Steam Electric Point Source Category” (40 CFR
423), in-plant dilution is allowed to achieve pH limitations.



Public Notice/Fact Sheet ~ Page 2 -- NPDES Permit No. IL0002186

Application is made for existing discharges which are located in Cook County, lllincis. The following information identifies the

discharge point, receiving stream and stream classifications:

Outfall Receiving Stream Latitude
A01, BO1 Chicago Sanitary 41°49'35" North
Co01, DO1, & Ship Canal
002 .

Longitude
87°4324"

To assist you further in identifying the location of the discharge please see the attached map.

Stream Biological Stream
Classification Characterization
West Secondary D
Contact and
Indigenous
Aquatic Life

The stream segment receiving the discharge from outfalls 001, A01, BO1, C01, D01 and 002 is on the 303 (d) list of impaired waters.

The following parameters have been identified as the pollutants causing impairment:

Pollutants

Metals, ammonia- moderate
nutrients-moderate, pH-slight,
organic enrichment/ DO-moderate,

other habitat alterations-high

The discharge(s) from the facility shall be monitored and limited at all times as follows:

Qutfall: 001

PARAMETER

Temperature

Total Residual Chlorine/
Total Residual Oxidant

Qutfall: AO1

Total Suspended Solids

Oil & Grease

Potential Contributors

Industrial (slight) and municipal (moderate) point sources

Urban runofffstorm sewer {moderate), Hydrologic/

habitat alterations (slight), channelization (slight)

flow regulation/modification (slight), others (high), in-place

contaminants (high).

LOAD LIMITS Ibs/day

DAF (DMF)
30 DAY DAILY
AVERAGE MAXIMUM

REGULATION

CONCENTRATICON
LIMITS ma/l

30 DAY
AVERAGE

DAILY
MAXIMUM

0.20

15 30
15 20

REGULATION

35 IAC 302.408
& PCB order
AS92-10

40 CFR 423

35 1AC 304.124
40 CFR 423



Public Notice/Fact Sheet -- Page 3 - NPDES Permit No. IL0002186

PARAMETER
Outfall: BO1

Total Suspended Solids

Oil & Grease
Qutfall: CO1
pH

Total Suspended Solids
QOil & Grease
Iron

Copper

LOAD LIMITS Ibs/day

DAF (DMF)
30 DAY DAILY
. AVERAGE MAXIMUM

The following explain the conditions of the proposed permit:

1

REGULATION

FBUB

CONCENTRATION
LIMITS ma/l
30 DAY DAILY
AVERAGE MAXIMUM

15 30
15 20
15 30
15 20
1.0 1.0
0.5 1.0

REGULATION

35 1AC 304.124
40 CFR 423

35 IAC 304.125
35 IAC 304.124
40 CRF 423
40 CFR 423
35 IAC 304.124

Internal wastestreams are necessary to avoid dilution. The discharge from Outfall D01 is limited to Chicago Sanitary & Ship

Canal make-up water intake screen backwash. The permittee is required to provide adequate maintenance of the intake screen
system to prevent the discharge of floating debris collected on the intake screens back into the canal. No limits and/or
monitoring are required according to 35 IAC 304.103 since the only pollutants present would be attributable to background
concentrations in the canal water. Outfall 002 discharges stormwater from various locations at the facility. Stormwater Pollution
Prevention Plan will be required for this discharge. The Agency has determined that the effluent limitations for Qutfalls 001 and
CO01 constitute BAT/BCT for stormwater which is treated in the existing treatment facilities, and no pollution prevention plan is
required for such stormwater. An annual inspection of the facility is required to identify areas contributing to a stormwater
discharge associated with industrial activity, and determine whether any facility modifications have occured which result in
previously treated stormwater discharges no longer receiving treatment.
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NPDES Permit No. IL0O002186

lllinois Environmental Protection Agency i RA FT
Division of Water Pollution Control MAR 0 8 2000
1021 North Grand Avenue East P —
Post Office Box 19276 UBL[C NOT!C}'D
Springfield, lllinois 62794-9276
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM
Reissued (NPDES) Permit

Expiration Date: Issue Date:
? Effective Date:

Name and Address of Permittee: Facility Name and Address:
Midwest Generation, LLC Midwest Generation, LLC
Environmental, Health and Safety Dept. Crawford Generating Station
One Financial Place 3501 South Pulaski

440 South LaSalle Street, Suite 3500 Chicago, lllinois 60603

Chicago, lllinois 60605

Discharge Number and Name: Receiving Waters:

001 Condenser Cooling Water and House Service Water Chicago Sanitary and Ship Canal
A01 Demineralizer Regenerant Wastes

BO1 Unit #7 and #8 Boiler Blowdown and Boiler Drain

C01 Recirculating Wastewater Treatment System Blowdown

D01 Intake Screen Backwash

002 Area 14 Runoff (Boiler Room Area)

In compliance with the provisions of the lllinois Environmental Protection Act, Title 35 of lll. Adm. Code, Subtitle C and/or Subtitie D, Chapter
1, and the Clean Water Act (CWA), the above-named permittee is hereby authorized to discharge at the above location to the above-named
receiving stream in accordance with the standard conditions and attachments herein.

Permittee is not authorized to discharge after the above expiration date. In order to receive authorization to discharge beyond the expiration
date, the permittee shall submit the proper application as required by the lllincis Environmental Protection Agency (IEPA) not later than
180 days prior to the expiration date.

Thomas G. McSwiggin, P.E.
Manager, Permit Section
Division of Water Pollution Control

TGM:BAU:99101901.daa
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NPDES Permit No. 1L0002186

Effluent Limitations and Monitoring

LOAD LIMITS CONCENTRATION
Ibs/day LIMITS mal
30 DAY DAILY 30 DAY DAILY ; SAMPLE SAMPLE
PARAMETER AVG. MAX. AVG. MAX. FREQUENCY TYPE

1. From the effective date of this permit until the expiration date, the effluent of the following discharge(s) shall be monitored and limited
at all times as follows:

Qutfall(s): 001 Condenser Cooling Water and House Service Water™

This discharge consists of: Approximate Flow

1. Condenser Cooling Water 355.71 MGD

2. House Service Water 9.0 MGD

3. Demineralizer Regenerant Wastes 0.035 MGD

4. Boiler Blowdown 0.055 MGD

5. Boiler Drain Intermittent

6. Recirculating Wastewater Treatment System Blowdown 1.05 MGD

7. Intake Scieen Backwash Intermittent

Flow (MGD) See Special Condition 1 Daily Continuous
Temperature See Special Conditions 3, 4 and 5 ; _ Daily Continuous
Total Residual Chlorine/Total Residual Oxidant* 0.2 1/Week “ConcentrationCurve

*See Special Conditions 6 and 17.
**See Special Condition 18.



(12}

{13}

{14}

{¢) Changes of Authorization. If an authorization under (b} is no longer accuraie
because @ different individual or position has responsibility for the overall
operation of ths facility, a new authorization satisfying the requirements of ()
must be submitted to the Agency prior to or together with any reporls, information,
ar applications to be signed by an authorized representative.

Reporting requiremants.

{a) Planned changes. The permittes shall give notice lo the Agency as soon as
possible of any planned physical alteratians or additions to the permitted tacility.

(b} Anticipated noncompliance. The permittes shall give advance notice to the
Agency of any plannad changes in the parmiltad facility or activity which may
result in noncompliance with permit reguirements.

(c) Compliance schedulss. Reports of compliance or noncompliance with, or any
progress reports on, Interim and final requirements conltained in any compliance
schedule of this permit shall be subimiited no later than 14 days following each
schedule dale.

(d} Monlioring reports. Monitoring results shall be reporled at the intervals
specified elsewhera in this permit.

{1} Monitoring results must be reported on a Discharge Monitoring Report
{DMR}.

{2} If the permittee monitors any poliutant more frequenlly than required by the
permit, using test procedures approved under 40 CFR 136 or as specified
in the: penmit, the results of this monitoring shall be included in the calculation
and reporting of the data submitted in the DMR.

(3) Calculations for all limitations which require averaging of measurements
shall ulilize an arfthretic mean unless otherwise spacifisd by the Agency in
the permi.

{e} Twenty-four hour reporting. The permittee shall report any noncompliance
which may endanger health or the environment. Any information shall be
provided orally within 24 hours frem the time the permitlee becomas aware of the
circumslances. A written submission shall also be provided within & days of the
time the permitiee becomes aware of the circurnstances. The wrilten submission
shall contain & description of the noncompliance and its cause; the period of
noncompliance, including exact dates and time; and if the noncompliance has not
been comected, the anticipated time 1t is expecied to continue; and steps takan
or planned 1o reduce, eliminate, and prevent reaccurrence of the noncompliance,
The following shall be included as information which musi be reporied within 24
hours;

{1) Any unanticipated bypass which exceeds any effluent Lmitation n the
permit;

{2) Violation of a maximurn daily discharge limitation for any of the pollutants
listed by the Agency in the permit 1o be reported within 24 hours,

The Agency may waive the writlen repoit on a case-by-case basis if the oral
report has been received within 24 hours,

() Other noncompliance. The permittee shall report all instances of
noncompliance not reporied under paragraphs (12)(c), (d), or {e), at the lime
menitering reperts are submitted. The reperts shall contain the information histed
in paragraph (12)(s).

(g) Ctherinfarmation. Where the permitlee becomes aware that it failad 1o submit
any relevant facts in a permit application, or submittad incorrect information in a
permit application, or in any report to the Agency, it shall promptiy submit such
facls or information.

Transfer of permits. A permit may be automatically lransferred lo & new permitlss
if: ¢

{a) The current permitiee notifies the Agency al least 30 days in advance of the
proposed transfer date:

(b) The nolice includes a written agresment between the exisling and new permitteas
containing a specific date for transfer of permit responsibliily, coverage and
Hability between the current ard new permittees; and

() The Agency does not notify the exisling permitlee and the proposed new
permitiee of ils inlant to modify or revoke and reissue the permit. If this notice is
not recelved, the transfer is effective on the date specilied in the agreement.

All manufacturing, commercial, mining, and silvicultural dischargers must notify the
Agency as soon as they know or have reason lo beliave:

(a} That any activity has occurred or will ocour which would result in the discharge of
any toxic pollutant identified under Section 307 of the Clean Water Act which is
not limited in the permit, i that discharge will excaed tha highest of tha following
notification levets:

{1} One hundred micrograms per liter {100 ug/l};

{2) Two hundred micrograms per lder (200 ug) for acrolein and acrylonitrile;
five hundred micrograms per Iiter (500 wgl) for 2 4-dinitrophenci and for 2-
methyl-4,6 dinitrophenol; and one milligram per liter (1 mg/l) Tor antimony.

(3} Five (5) imes the maximum concentration value reported for thal pollutant
in the NPDES permit application, or

{15)

(16)

(7

(18}

{19)

20

21)

(22)

(23)

(24)

(25}

(28}

(4} The tevel established by the Agency in this permit.

{b) That they have begun or expect to begin to use or manufaciure as an interms_zdiate
or final product or byproduct any toxie pollutant which was not reporied in the
MPDES permit application.

All Publicly Dwned Trealment Works (POTWSs) must provide adeguate netice to the
Agency of lhe following:

{a) Any new introduction of poliulants into that POTW from an mdirect discharge
which would be subject to Seclions 301 or 306 of the Clean \Water Act il it were
directly discharging those poliutants; and

(h} Any substantial changs in the volume or character of pollulants being infroduced
inte that POTW by & source introducing poltutants into the POTW at the time of
issuance of the permil.

{c} For purposes of this paragraph, adequale notice shall include information on (i)
the guality and guaniity of effluent introduced inte the POTW, and (i) any
anticipated impact of the change on the quantity or quaily of effluent to be
discharged from the POTW.,

If the permit is issued la a publicly owned or publicly regulated reatment waorks, the
permiltes shall require any indusirial user of such trealment warks lo comply with
federal requiremenis concerning:

{a) User charges pursuant io Section 204(b) of the Clean Water Act, and applicable
regulations eppearing in 40 CFR 35;

{b) Toxic pollutant effluent standards and pretrestment standards pursuant to Seclion
307 of the Clean Wailer Aci; and

(e} Inspection, monitoring and entry pursuant to Section 308 of the Clean Waler Acl.

If an apphicable standard or limitation is promulgated under Section 301{b} 2} and
(D), 304(b)(2), or 307{a)2) and that effluent standard or limitation is more stringent
than any effluent limitation in the permit, or controls a pollutant nol limited in the
permit, the permit shall be promptly modified or revoked, and reissued 1o confarm 1o
that effluent standard or limitation,

Any authorization to consiruct issued to the permittee pursuani to 35 Ul Adm. Code
309.154 is hereby incorporated by refarence a3 a condition of this permit.

The permittee shall nol make any false statement, represeniation or certificalion in 2ny
application, record, reporl, plan or olher document submitled to the Agency or the
USEPA, or required to be maintained under this permit.

The Clean VWaler Act provides that any person who violales & permit condition
implementing Sections 301, 302, 306, 307, 308, 318, or 405 of the Clean Water Act
is subject to a civil penally nol 1o exceed $10,000 per day of such vioiation. Any
person who willfully or negligently viclates permit conditions implementing Sections
301, 302, 306, 307, or 308 of the Clean Water Acl is subject ie a fine of not less than
$2,500 nor more than $25,000 per day of violation, or by imprisonment for not more
ihan one yeaar, or boih,

The Clean Waler Acl provides thal any person who falsifies, tampers with, or
knowingly renders inaccurate any moniloring device or method required io be
mainained under permil shall, upon conviction, be punished by a fine of nat more than
510,000 per vialation, or by imprisoriment for not more than & months per vialation, or
by both.

The Clean Waler Act provides thal any person who knowingly makes any false
slalernent, representalion, or cerlification in any record or other document submitted
or required 1o be maintained under this permit shall, including monitoring repans or
reports of compliance or non-compliance shall, upon conviction, be punished by a fine
of not more than $10,000 per violation, or by imprisonment for not more than & months
per violation, or by both,

Collecied screening, slumies, sludges, and other solids shall be disposed of in such
a manner as lo prevent eniry of those wasles (or nunoff from the wastes) into waters
of tha State. The proper auihorization for such disposal shall be obtained from the
Agency and is incorporated as pant hereof by reference.

In case of conflict between these slandard conditions and any other condition{s)
included in this permil, the other condition{s) shall govem.

The permitice shall comply with, In addition 1o the requirements of the permit, all
applicakla provisions of 35 Il Adm, Cede, Subtitle C, Sublitie D, Subiitle E, and all
applicable orders of the Board.

The pravisions of this permit are severable, end if any provision of this permil, or the
application of any provision of this permit is held invalid, the remaining provisions of
this perrnit shall cortinue in Tull Force and effect.

{Hav. 3-13-28)



Attachment H
Standard Condltions
Dafnitions
Act means the llinois Environmental Prolection Act, 415 ILCS & as Amesnded
Agency means ihe lilinois Envirenmental Prolection Agency.
Board means the lllinols Pellulion Control Board,

Claan Water Act (formerly referred Lo as the Federal Water Pollulion Coniral Act) means
Pub. L 92-500, as amended. 33 L.S.C. 1251 el seq.

NPDES {National Pollutant Discharge Elimination Syslem) means the national prograr for
issuing, modifying, revoking and reissuing, terminating, mondoring end enforcing permits, and
imposing and enforcing pretreatment requirements, under Sections 307, 402, 318 end 405
of the Clean Water Act.

USEPA means the United Stales Environmenial Protection Agency.

Daily Discharge means the dischargs of a pollutant measured during a celendar day or any
24-hour period that reasonably represents the calendar day for purposes of sampling. For
poliutants with limitations expressed in units of mass, the “daily discharge” is calculated ag
the total mass of the pollutant discharged over the day. For pollutants with limilations
expressed in other units of measurements, the "daily discharge” is calculated as the average
measurement of the pollutanl over the day.

Maximum Dally Discharge Lim!tation (daily maximum) means the highest aliowable daily
discharge.

Average Monthly Dlscharge Limitatlon (30 day average) means the highest allowabls
average of daily discharges over a calendar month, calculated as the sum of all dally
discharges measured during a calendar month divided by the number of dally discharges
measured during that month,

Average Wesekly Discharga Limitation {7 day average) mezns the highssl allowabla
average of daily discharges over a calendar week, caleuialad gs the sum of all daijly
discharges measured during a calendar week divided by the number of daily dischargss
measured during thal week.

Best Management Practices (BMPs) means schedules of activities, prohibilions of praclicas,
maintenance procedures, and other management praciices to prevent or reduce the poliviion
of waters of the Stale. BMPs also include treatment requirements, operating procedures, and
practices to control plant site runoff, spillage or leaks. sludge or waste disposal, or drainage
from raw material storage.

Allguot maans a sample of specified volurne usad to meke up atolal cormposils sample.

Grab Sample means an individual sample of at least 100 milliliters collected af a randomly-
selected time over a period not exceeding 15 minutes,

24 Hour Composite Sample means a combination of at least 8 sample aliquots of at least
100 milliliters, collected at periodic intervals during the operating hours of 2 facility over a 24~
hour peried.

8 Hour Composite Sample means a combination of at least 3 sample aliquots of al least 100
milliliters, collected at periodic intervals during the operating haurs of a facility over an 8-hour
period.

Flow Proportional Composlte Sample means a combination of sample aliquats of at leasi
100 milliliters collected af perindic intervals such that either the time inlerval between each
aliquat or the volume of each sliquat is proporiional to either the strearn flow al the time of
sampling or the total stream flow since the collection of the previous aliquol.

(1} Duty to comply. The permittee must comply with all conditions of this permit. Any
permit nencompliance constitules a violation of the Act and is grounds (or ent
action, permit lermination, revocalion and reissuance, modificallon, or for dend
permit renswal application. The pemmitiee shall comply wilh silluant standards or
prohibitions established under Section 307{a) of the Clean Water Acl for loxic
poliutanis within the time provided in the regulations that establish these standards or
prohibilions, even if the permit has not yel been modified to incorporaie the
requirement.

{2} Duty to reapply. If the permittee wishes to continue an activity regulatad by this permi
after the expiration date of this permit, the permitiee must apply for and obialn & new
permit. If the permittee submils a proper application as required by the Agency no later
than 180 days prior to the expiration data, this permit shall continuz in full force and
effect untit the final Agency decizion on the application has been made,

{3) Weed to halt or reduce actlvlty not a defense. I shali not ba a defense for 2
penmities in an enforcement action that it would have been necassary to halt or reducs
tha permitted activity in order 1o maintain compliance with the conditions of this penmil,

{4) Duly to mitipate. The pemmitiee shall take all reasonable steps to minimize or prevant
any discharge in violation of this permit which has a reasonable [kelihood of adversely
affecting human health or the environment.

{3} Properoperation and malntenance. The permities shail ol all tmes propedy oparate
and maintain all facilities and systems of freatment and confral {and relatad
appurlenances) which are Installed or used by (he permiliee to achiove compllanca
with conditions of this permit. Proper operation and maintenance includes eifeciive
performanca, adequate funding, adequale oparatar staffing and iraining, and adequate
laboratory and process controls, including appropriate qualily assurance proceduras
This provision requires the operation of back-up, or suxiliary facililies, or similar
systems anly when necessary to achieve compliance with ihe conditions of the parmit.

{6)

(7}

()

(5}

(o)

(1)

Permit actions. This peamil may be modified, revoked and reissued, or terminated
for cause by the Agency pursuant to 40 CFR 122.82. The filing of a request by the
permities for a parnit modification, revocation and reissuance, of termination, ar a
notification of planned changes or anlicipated noncompliance, does not stay any
permit condition.

Progerty dghts. This permit does nol convey any property rights of any sort. or any
exclusive privilege,

Duly to provide informatlon. The permittes shali fumish to ihe Agency within a
reasonable tima, any information which the Agency may request to determine whether
cause exists for modifying, revoking and reissuing, or terminating this permit, or te
determine compliance with the permil. The permittes shaill also furnish to the Agency,
upon raquest, copies of records required to be kepl by this permit.

Inspection and entry. The permittee shall allow an authorized representative of the
Agency, upon the presentation of cradentials and other documents as may be reguirea
by law, o

{a) Enter upon the permitlee's premises where a regulated facilily or aclivity is
located or conduciad, or where records must be kept under the conditions of this
permit;

(b} Have access to and copy, at reasonable limes, any records that must be kept
under the condilions of this permit;

{c) Inspact at reasonable limes any lacilities, egquipment (including monitoring &nd
control equipment), practices, or operations regulated or required under this
perenit; and

{d) Sample or monilor at reasonable times, for the purpose of assuring permil
cornpliances, or as otherwise authorized by the Act, any substances or paraméters
at any location.

Monlioring and records.

{a) Samples and measurements taken for the purpose of monitoring shan be
representative of the monilored aciivity.

{b) The permitiee shall retain records of all menitoring information, inciuding aill
calibration and maintenance records, and 2l criginial strip chan recordings for
conlinugus menitering Instrumentation, copies of ail reporis required by this
permil, and records of all dala used to complete the application far this permit, for
a period of at least 3 yaars from the date of thiz permit, measurement, report or
application. This perod may be extended by request of the Agency al any time

{c} Records of moniloring information shall include:

{1} The date, exact place, and time of sampling or measurements;
{2} The individual{s} who performed the sampling or measurements,
(3} The date(s} analyses were performed;

{4} The individual{s) who performed the analyses;

(5} The analylical techniques or methods used; and

{6} The results of such analyses.

{d) Wonilaring must be conducted according fo tesi procedures approved un ‘
CFR Part 136, uniess olher test procedures have been specified in this |
Vihere no lest procedure under 40 CFR Part 136 has been approved, e
paimittee must submil to the Ageney a test method for approval. The permitiee
shall calibrate and pedorm maintenance procedurss on all menitoring and

analytical instrumentation at intervals 1o ensure accuracy of measurements.

Slgnatory requirement. All applications, reporis or information submitied to the
Agency shall be signed and cartified.

(3} Applcatlon. All permit applicsiions shall be signed as follows.

(i} For a corporation: by a principal executiva officer of al lzast the lavel of
vice presiderd or & person or position having overall responsibility jor
environmental matters for the corporation;

{2} For a partnership or sole propristorship: by a general partner or the
proprigior, respectively; or

{3) For a municlpality, State, Federal, or other public agency: by either a
principal executive officer or ranking electad official.

) Reporie. All reporis reguired by permiis, or other information requested by the
Agency shall be signad by a person described in paragraph (a) or by 2 duly
authorized represeniative of that person. A perzon Is a duly authorized
rapresentative only if: g

{1} The authwizalion s made in wriling by a person described in paragraph {a);
and

{2y The authorizelion specifias efther an individua! or a position responsible for
he overall cparation of the faciily, fram which the discharge originates, such
a2 a planl manager, superintendent or person of equivalent responsibility;
and :

{3y The wrilen authorization is submitted to the Agency.
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Special Conditions

This plan should briefly describe the appropriate elements of other program requirements, including Spill Prevention Control and
Countermeasures (SPCC) plans required under Section 311 of the CWA and the regulations promulgated thereunder, and Best
Management Programs under 40 CFR 125.100.

The plan is considered a report that shall be available to the public under Section 308(b) of the CWA. The permittee may claim
portions of the plan as confidential business information, including any portion describing facility security measures.

The plan shall include the signature and title of the person responsible for preparation of the plan and include the date of initial
preparation and each amendment thereto.

REPORTING

The facility shall submit an annual inspection report to the lllinois Environmental Protection Agency. The report shall include results
of the annual facility inspection which is required by Part G of the Storm Water Pollution Prev: “tion Plan of this permit. The report
shall also include documentation of any event (spill, treatment unit malfunction, ete.) which woulc require an inspection, results of the
inspection, and any subsequent corrective maintenance activity. The report shall be completed and signed by the authorized facility
employee(s) who conducted the inspection(s).

The first report shall contain information gathered during the one year time period beginning with the effective date of coverage under
this permit and shall be submitted no later than 60 days after this one year period has expired. Each subsequent report shall contain
the previous year's information and shall be submitted no later than cne year after the previous year's report was due.

Annual inspection reports shall be mailed to the following address:

llinois Environmental Protection Agency
Division of Water ~ollution Control
Compliance Assurance Section

Annual Inspection Report

1021 N. Grand Avenue East

P.O. Box 198276

Springfield, lllinois 62794-9276

If the facility performs inspections more frequently than required by this permit, the results shall be included as additional information
in the annual report.
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LIC NOTICED

Special Conditions

F. The plan shall describe the storm water management controls which will be implemented by the facility. The appropriate controls shall
reflect identified existing and potential sources of pollutants at the facility. The description of the storm water management controls
shall include:

1. Storm Water Pollution Prevention Personnel - Identification by job tifles of the individuals who are responsible for developing,
implementing, and revising the plan.

2. Preventive Maintenance - Procedures for inspection and maintenance of storm water conveyance system devices such as
oiliwater separators, catch basins, etc., and inspection and testing of plant equipment and systems that could fail and result in
discharges of pollutants to storm water,

3. Good Housekeeping - Good housekeeping requires the maintenance of clean, orderly facility areas that discharge storm water.
Material handling areas shall be inspected and cleaned to reduce the potential for pollutants to enter the storm water conveyance
system.

4. Spill Prevention and Response - |dentification of areas where significant materials can spill into or otherwise enter the storm wate
conveyance systems and their accompanying drainage points. Specific material handling procedures, storage requirements, spih
clean up equipment and procedures should be identified, as appropriate. Internal notification procedures for spills of significant
materials should be established.

5. Storm Water Management Practices - Storm water management practices are practices other than those which control the source
of poliutants. They include measures such as installing oil and grit separators, diverting storm water into retention basins, efc.
Based on assessment of the potential of various sources to contribute pollutants, measures to remove pollutants from storm water
discharge shall be implemented. In developing the plan, the following management practices shall be considered:

i. Containment - Storage within berms or other secondary containment devices to prevent leaks and spills from entering storm
water runoff,

i. Qil & Grease Separation - Qil/water separators, booms, skimmers or other methods to minimize oil contaminated storm water
discharges;

iii. Debris & Sediment Control - Screens, booms, sediment ponds or other methods to reduce debris and sediment in storm water
discharges;

iv. Waste Chemical Disposal - Waste chemicals such as antifreeze, degreasers and used oils shall be recycled or disposed of
in an approved manner and in a way which prevents them from entering siorm water discharges.

v. Storm Water Diversion - Storm water diversion away from materials manufacturing, storage and other areas of potential storm
water contamination; b

vi. Covered Storage or Manufacturing Areas - Covered fueling operations, materials manufacturing and storage areas to prevent
contact with storm water.

6. Sediment and Erosion Prevention - The plan shall identify areas which due to topography, activities, or cther factors, have a high
potential for significant soil erosion and describe measures to limit erosion.

7. Employee Training - Employee training programs shall inform personnel at all levels of responsibility of the components and goals
of the storm water pollution control plan. Training should address topics such as spill response, good housekeeping and material
management practices. The plan shall identify periodic dates for such fraining.

8. Inspection Procedures - Qualified plant personnel shall be identified to inspect designated equipment and plant areas. A tracking
or follow-up procedure shall be used to ensure appropriate response has been taken in response to an inspection. Inspections
and maintenance activities shall be documented and recorded.

G. The permittee shall conduct an annual facility inspection to verify that all elements of the plan, including the site map, potential
pollutant sources, and structural and non-structural controls to reduce pollutants in industrial storm water discharges are accurate.
Observations that require a response and the appropriate response to the observation shall be retained as part of the plan. Records
documenting significant observations made during the site inspection shall be submitted to the Agency in accordance with the
reporting requirements of this permit.
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Special Conditions

C. The permittee may be notified by the Agency at any time that the plan does not meet the requirements of this condition. After such
notification, the permittee shall make changes to the plan and shall submit a written certification that the requested changes have been
made. Unless otherwise provided, the permittee shall have 30 days after such notification to make the changes.

D. The discharger shall amend the plan whenever there is a change in construction, operation, or maintenance which may affect the
discharge of significant quantities of pollutants to the waters of the State or if a facility inspection required by paragraph G of this
condition indicates that an amendment is neaded. The plan should also be amended if the discharger is in violation of any conditions
of this permit, or has not achieved the general objective of controlling pollutants in storm water discharges. Amendments to the plan
shall be made within the shortest reasonable period of time, and shall be provided to the Agency for review upon request.

E. The plan shall provide a description of potential sources which may be expected to add significant quantities of pollutants to storm
water discharges, or which may result in non-storm water discharges from storm water outfalls at the facility. The plan shall include,
at a minimum, the following items:

1. A topographic map extending one-quarter mile beyond the property boundaries of the facility, showing: the facility, surface water
bodies, wells (including injection wells), seepage pits, infiltration ponds, and the discharge points where the facility's storm water
discharges to a municipal storm drain system or other water body. The requirements of this paragraph may be included on the
site map if appropriate.

2. A site map showing:

i.  The storm water conveyance and discharge structures;
ii. An outline of the storm water drainage areas for each storm water discharge point;
iii. Paved areas and buildings;

iv. Areas used for outdoor manufacturing, storage, or disposal of significant materials, including activities that generate
significant quantities of dust or particulates.

v. Location of existing storm water structural control measures (dikes, coverings, detention facilities, etc.);
vi. Surface water locations and/or municipal storm drain locations
vil. Areas of existing and potential soil erosion;
viii. Vehicle service areas;
ix. Material loading, unloading, and access areas.
3. A narrative description of the following:

The nature of the industrial activities conducted at the site, including a description of significant materials that are treated,
stored or disposed of in a manner to allow exposure to storm water;

iil. Materials, equipment, and vehicle management practices employed to minimize contact of significant materials with storm
water discharges;

iii. Existing structural and non-structural control measures to reduce pollutants in storm water discharges;
iv. Industrial storm water discharge freatment facilities;
v. Methods of onsite storage and disposal of significant materials;
4. Alist of the types of pollutants that have a reasonable potential to be present in storm water discharges in significant quantities.

5. An estimate of the size of the facility in acres or square feet, and the percent of the facility that has impervious areas such as
pavement or buildings.

6. A summary of existing sampling data describing pollutants in storm water discharges.
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Special Conditions

SPECIAL CONDITION 12. Samples taken in compliance with the effluent monitoring requirements shall be taken at a point representative
of the discharge, but prior to entry into the receiving stream.

SPECIAL CONDITION 13. The permittee shall record monitoring results on Discharge Monitoring Report Forms using one such form for .
each discharge each month.

The completed Discharge Monitoring Report forms shall be submitted to IEPA no later than the 28th day of the following month, unless
otherwise specified by the permitting authority.

Discharge Monitoring Reports shall be mailed to' the IEPA at the following address:

lllincis Environmental Protection Agency
Division of Water Pollution Control
Compliance Assurance Section

1021 N. Grand Avenue East

Post Office Box 19276

Springfield, lllincis 62794-9276

SPECIAL CONDITION 14. The upset provisions of 40 CFR 122.41(n) are hereby incorporated by reference.

SPECIAL CONDITION 15. The Agency may madify this permit during its term to incorporate biomonitoring requirements and additional
limitations or requirements based on the biomenitoring results. Modifications under this condition shall follow public notice and opportunity
for hearing.

SPECIAL CONDITION 16. If an applicable effluent standard or limitation is promulgated under Sections 301(b)(2)(C) and (D), 304(b)(2},
and 307(a)(2) of the Clean Water Act and that effluent standard or limitation is more stringent than any effluent limitation in the permit or
controls a pollutant not limited in the NPDES Permit, the Agency shall revise or modify the permit in accordance with the more stringent
standard or prohibition and shall so notify the permittee.

SPECIAL CONDITION 17. A discharge limit of 0.05 mg/l (instantanecus maximum) shall be achieved for total residual oxidant when
bromine biocides are used for condenser biofouling control, in accordance with Special Condition 6. Total residual oxidant shall be
measured and reported in terms of total residual chlorine. Construction of treatment facilities which may be necessary to meet the limit
for total residual oxidant may not be started until a construction permit has been issued by the Agency.

SPECIAL CONDITION 18, The Agency has determined that the effluent limitations in this permit constitute BAT/BCT for storm water which
is treated in the existing treatment facilities for purposes of this permit reissuance, and no pollution prevention plan will be required for such
storm water. In addition to the chemical specific monitoring required elsewhere in this permit, the permittee shall conduct an annual
inspection of the faciity site to identify areas contributing to a storm water discharge associated with industrial activity, and determine
whether any facility madifications have occurred which result in previously-treated storm water discharges no longer receiving treatment.
If any such discharges are identified the permittee shall request a modification of this permit within 30 days after the inspection. Records
of the annual inspection shall be retained by the permittee for the term of this permit and be made available to the Agency on request.

SPECIAL CONDITION 19. In the event the permittee shall require the use of water treatment additives not previously used in the station's
main condensers, the permittee shall request a modification in the permit in accordance with the standard conditions, Attachment H.

SPECIAL CONDITION 20. The use or operation of this facility shall be by or under the supervision of a Certified Class K operator.

SPECIAL CONDITION 21. STORM WATER POLLUTION PREVENTION PLAN (SWPPP)

A. A storm water pollution prevention plan shall be developed by the permittee for the storm water associated with industrial activity at
this facility. The plan shall identify potential sources of pollution which may be expected to affect the quality of storm water discharges
associated with the industrial activity at the facility. In addition, the plan shall describe and ensure the implementation of practices
which are to be used to reduce the pollutants in storm water discharges associated with industrial activity at the facility and to assure
compliance with the terms and conditions of this permit.

B.  The plan shali be completed within 180 days of the effective date of this permit. Plans shall provide for compliance with the terms
of the plan within 365 days of the effective date of this permit. The owner or operator of the facility shall make a copy of the plan
available to the Agency at any reasonable time upon request.
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Special Conditions

SPECIAL CONDITION 1. Flow shall be reported as a daily maximum and monthly average. In the event no discharge occurs during a given
month, a statement of "No discharge" shall be reported on the DMR for that month.

SPECIAL CONDITION 2. The pH shall be in the range 6.0 to 8.0. The monthly minimum and monthly maximum values shall be reported
on the DMR form.

SPECIAL CONDITION 3. The receiving waters are designated as Secondary Contact and Indigenous Aquatic Life Waters by Section
302.408, lllinois Administration Code, Title 35, Chapter 1, Subtitle C, as amended. These waters shall meet the following standard:

Temperatures shall not exceed 93°F (34°C) more thah 5% of the time, or 100°F (37.8°C) at any time at the edge of the mixing zone
which is defined by Rule 302.102 of the above regulations.

SPECIAL CONDITION 4. In lieu of the requirements of Section 302.211(d) and (e}, lllinois Administrative Code, Title 35, Subtitle C, as

amended, effluent shall not alone or in combination with other sources cause temperatures in the main channel of the Lower Des Plaines
‘er at the 1-55 Bridge to exceed the temperatures set forth in the following table, except in accordance with the allowable monthly
<ursions detailed below:

Jan Feb Mar Apr Apr May May  June June July Aug Sept Oct Nov  Dec
1-16  16-30  1-15 16-30 1-15 16-30
°F 80 60 65 73 80 85 90 90 91 91 91 90 85 75 65

These standards may be exceeded by no more than 3°F during 2% of the hours in the 12-month period ending December 31, except that
at no time shall Midwest Generation’s plants cause the water temperature at the |-55 Bridge to exceed 93°F. (Midwest Generation's plants
continue to be subject to the Secondary Contact Standards at the point of discharge).

SPECIAL CONDITION 5. Permittee shall comply with all temperature limitations as imposed by the Pollution Control Board's order in AS
96-10, dated October 3, 1996.

SPECIAL CONDITION 6. Total residual oxidant shall not be discharged from any single generating unit for more than two hours per day.
The daily mean concentration of total residual oxidant shall be based on a concentration curve. The concentration curve shall be generated
using grab samples with a sampling frequency of five minutes or less over the exposure time. The exposure time is defined to be from
the point of first detectable measurement to the point of the last detectable measurement of total residual oxidant. Concentration curves

all be submitted with Discharge Monitoring Reports. The frequency and duration of the oxidant dosing period plus the amount of chlorine
ur bromine applied shall be reported on the Discharge Monitoring Reports. For reporting purposes, the daily discharge shall be the average
of all non-zero values measured in a day and the monthly average shall be the average of all daily discharges. Discharge Monitoring
Reports shall indicate whether chlorine or bromine compounds were used during the month.

For the purpose of determining compliance, the highest single instantaneous TRC/TRO concentration measured during compliance
curve sampling on any day will be regarded as the daily maximum concentration. Total residual oxidant concentration shall be
measured and reported in terms of total residual chlorine.

SPECIAL CONDITION 7. This facility has the following discharges of storm water associated with industrial activity:

The east oil water separator and switch house building roof drains, which discharge to the Chicago municipal combined sewer system.

SPECIAL CONDITION 8. There shall be no discharge of polychlorinated biphenyl compounds.

SPECIAL CONDITION 9. There shall be no discharge of complexed metal bearing wastestreams and associated rinses from chemical
metal cleaning unless this permit has been modified to include the new discharge.

SPECIAL CONDITION 10. Intake monitoring at Crawford Generating Station pursuant to Section 316(b) of the CWA was not required by
USEPA in letters to Midwest Generation, LLC dated February 19, 1975 and June 1, 1976. Itis determined that no intake monitoring or
modification is being required by IEPA for reissuance of this NPDES Permit.

SPECIAL CONDITION 11. The discharge from Outfall D01 is limited to Chicago Sanitary and Ship Canal make-up water intake screen
backwash, free from other discharges. Adequate maintenance of the intake screen system is required to prevent the discharge of floating
debris collected on intake screens back to the canal.
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Effluent Limitations and Monitoring

LOAD LIMITS CONCENTRATION
|bs/day - LIMITS mag/l
30 DAY DAILY 30 DAY DAILY
PARAMETER AVG. MAX. AVG. MAX.

SAMPLE
FREQUENCY

SAMPLE
TYRE

1. From the effective date of this permit until the expiration date, the effluent of the following discharge(s) shall be monitored and limited

at all times as follows:

Outfall(s): CO1 Recirculating Wastewater Treatment System Blowdown**

This discharge consists of:

Ash sluice water

Ash hopper overflow

Coal pile runoff

Non-Chemical metal cleaning wastes
Demineralizer filter backwash

Boiler and turbine building floor drains

Fuel oil handling area runoff

Unit #7 air compressor cooling water

Coal storage area #2 runoff

10. Settling basin area #3 runoff

11. Ash pile area #18 runoff

12. Yard drainage area #15

13. Ash hopper area #16

14. South detention basin consisting of area runoff from:
Transmission terminal areas #5, 6 and 12
Transformer area #7

Qil storage areas #3 and 9

Power block area #11

Dock conveyor area #22

CENDURWN

PoooT®

Flow (MGD) See Special Condition 1
pH See Special Condition 2
Total Suspended Solids 15 30
Oil and Grease 15 20
fron 1.0 1.0
Copper 0.5 1.0

Approximate Flow

0.5 MGD

0.25 MGD
Intermittent
Intermittent
0.01 MGD
0.03 MGD
Intermittent
0.14 MGD
Intermittent
Intermittent
Intermittent
Intermittent
Intermittent
Intermittent

Daily
1MWeek

1A\0Neek

1/Week

1/Month*

1/Month*

Continuous
Grab

24 Hour
Composite

Grab

© 24 Hour

Composite

24 Hour
Composite

*The sampling frequency for total iron and total copper shall be daily durmg discharge of non-chemical metal cleaning wastes. At all other

times the sampling frequency shall be once per month.
**See Special Condition 18.

Outfall(s): DO1 Intake Screen Backwash

See Special Condition 11

Outfall: 002 Area 14 Runoff (Boiler Room Area)

See Special Condition 21.
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Effluent Limitations and Monitoring

LOAD LIMITS CONCENTRATION
Ibs/day LIMITS ma/l
30 DAY DAILY 30 DAY DAILY SAMPLE SAMPLE
PARAMETER AVG, MAX. AVG. MAX., FREQUENCY TYPE

1. From the effective date of this permit until the expiration date, the effluent of the following discharge(s) shall be monitored and limited
at all times as follows:

Qutfall(s): BO1 Unit #7 and #8 Boiler Blowdown and Boiler Drain

This Discharge Consists of: Approximate Flow

1. Boiler Blowdown : 0.036 MGD

2. Boiler Drain Intermittent

Flow (MGD) See Special Condition 1 Daily Continuous

. _.dl Suspended Solids 15 30 1/Month 8-hour
q Composite

Qil and Grease 15 20 1/Year Grab
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Effluent Limitati d Monitori "
uent Limi ons an anitering [g EJ B'-‘}!”HC N"::‘ﬁ ECED)
LOAD LIMITS CONGENTRATION
Ibs/day LIMITS ma/l ;
30 DAY DAILY 30 DAY DAILY SAMPLE SAMPLE

PARAMETER AVG. MAX. AVG. MAX. FREQUENCY  TYPE

1. From the effective date of this permit until the expiration date, the effluent of the following discharge(s) shall be monitored and limited

at all times as follows:

Outfall{s): AD1 Demineralizer Regenerant Wastes

This discharge consists of: Approximate Flow

1. Demineralizer Regenerant Wastes 0.024 MGD

Flow (MGD) See Special Condition 1 Daily
Total Suspended Solids 15 30 1/Month
Qil and Grease _ ' 15 20 1/Year

*Sample type shall be 8-hour composite if the equalization fank is bypassed for maintenance purposes.

Continuous

Grab*

Grab
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